66000 NB50 plastic series

Magnetic Level Indicator

Data Sheet: 66.01
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66000F Technical Data

Media
Density

max 600cst
min 0.65 g/cm’®

| al Ti Pressure / Temperature Material dependent
— | Operating pressure max 10 bar @ 20 °C
1 ‘ Design pressure max 10 bar @ 20 °C
‘ | Operating temperature -30°C to + 70°C
! ‘ Design temperature -30°C to + 70°C
‘ ! Test pressure:
-,
‘ g g ! Eg Indicating Rail
! Z g ‘ § § Polycarbonate / Al flags: Red (std), Yellow, Blue (70°C max)
‘ oo ! Se Polyolefin protection: Heat shrink protection tubing
oI
‘ g 0§J | 2 Materials
! os \ Float chamber PVC-U, PVC-C, PVDF, ABS
‘ . O | Float model: PTFE, 316SS - PVDF, PVC
n LG ‘ Gaskets / seals: EPDM or Viton
‘ ! Backing rings: Vanstone, SS or Galv MS
i ‘ Solvent / Cement: Tangit (Std) or DYTEX / IPS724
I
==t T Dimensions
{E‘Eﬁ _ T Connection distance ‘L' dimension (mm between centres)
Connections
Type 66000
Flange standard: ANSI (B16.5), BS (AS2129)
m @ Flange size: NB 15, 20, 25, 32, 40, 50
ﬂ» + Class / rating: Class150, D/E
‘ ~200mm Flange facing: Flat - Vanstone or Backing rings
_" | ? Optional (at extra cost)
! Top, bottom flange: ANSI (B16.5), BS (AS2129)
‘ €t Drain: 1/2" BSP, Mor F
I é Vent: 1/2" BSP, MorF
‘ E Vent /drain valves: Ball valves. EPDM / Viton seals
| 2 Isolation valves. EPDM / Viton seals
|| 2
‘ &) Accessories
‘ _| Magnetic switches: Qty:
i Transmitter: Control range mm:
|
Special Requirements
Instrument tags (20x40mm of 316SS)
* Support bracket (1 standard for lengths over 2m)
200 - 270mm Support frame 316 SS/ Alum. Details below.

media SG
d

Measuring Scale

Safe Fill Sign kits
Inverted layout

ependant

66000DEI

Details below.

Process gaskets - not normally supplied
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Typical 66000 arrangements



| Drain leak indication |
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67000BI with scale

PVC inverted unit with scale

PVC 66000A’s



34000 Series

Magnetic Level Indicator PN 50 Data Sheet: 06.01

Technical Data

Type 34000A Types 34000B/D & BU
Media max 150cst
N — . e
st + | £ i Density min 0.6 g/cm
2 i = (E i
Ninsntilib - E
r ‘ — ! Pressure / Temperature
[ _ ! Operating pressure max 50 bar (5000kPa) @ 20°C
"‘ 100mm F* ‘ Operating temperature max 250°C
|
‘ «J 100mm ‘ H
2o ‘ ~ F Indicating Rail
g @
§§ ‘ ES i Makrolon Red (std), Yellow, Blue (150°C max)
S 5
25 =" 58 ‘ Aluminium Red (250°C max)
£z o 0
g g ! g % ‘ Protection tubing (Polyolefin cover for indication rails)
: ‘ 0g |
\ ! Materials
\ ‘ Float chamber 316/ 316L
33.7/297 | i He— sszs20.7 | 1[4 Float 316L or Elastomer
l e
= FT, @f" H Dlmensm-ns - - _
L r ' *E T Connection distance ‘L' dimension (mm between centres)
: | g ER |
— | < .
g @ o ; Connections
1 - z @ Threaded: NB 15 (std), 20, 25mm
| s | o BSP or NPT, Mor F
* Drop leg length * Drop leg length )
< ool orlosliola Flanged: NB 15, 20, 25, 32, 40, 50 mm
) ) ) sG | 06|07 |08 10] 12
mm | 350 | 230 180 | 140 | 140 Tasol 220|200 I 220 | 190 Flange standard: ANSI (B16.5), BS (AS2129), DIN2527
Class / rating: class150, class300, D/E
cl m Flange facing: Raised face, flat
‘ L,E, vent i Compression ring: 10, 15, 20 mm
2
] Z ‘ Mounting block: to customer's requirements
I . . . . -
i E#Z Alternatives: Unions, BSM or Triclover fittings
i A 75mm Lr— Optional (at extra cost)
! ‘ Drain and vent 1/2" (std), BSP or NPT, Mor F
£
\ £ | With or without SS ball valve.
< 7]
‘ - Eg ‘
-9 ‘ ° 5 £5 Accessories
3 R H .- 55 | o _
=€ | 5 ] @ o —H Magnetic switches: IP68, Ex de, Ex ia
'g = i o O .
: o 1 = g £z ‘ Transmitter (4 - 20mA): IP68, Ex de, Ex ia, Hart®, FF™
SR . .8 ‘
oz i E g -
o3 ‘ c é ! Special Requirements
i ; é ‘ Material Certificate
‘ ‘ ’ 3377297 i HEs Non-Destructive Testing: Dye Penetrant / X-Ray
33.7/29.7 ‘ s | Instrument tags (20x40mm of 316SS)
i 1 E@EF‘* e Armaflex insulation For -40°C to 85°C applications
1
o i *E ‘ Measuring Scale Colorbond & vinyl or engraved SS
o5 HE=a=1 Safe Fill Level sign kit
£ c <
52 L T Isolation valves
33 E .
1 Matching Flanges
* | | h 1" BSP
lr‘JIIuE;SP isDSr?Spd:gesggEt ‘ plug
Types 34000C & F Type 34000E
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Typical tank styles and
indicator mounting

\/

|

Typical top of tank models

34000 and 34300 flanged side mount units



Models with SS or Colorbond
scales
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